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Double stage crusher
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Double stage crusher

Double stage crusher has two chambers. Inner two rotors work at same time, and reach to hammer crush
material, material crush material purpose. The final crushed material fineness is more uniform, and capacity
can improve 50%, so is named double stage crusher. Double stage crusher is designed without screen mesh,
and ask free moisture content, so eliminate the block problem in process.

FERFHARESE / Main technical parameter

<3mm

2PC600*400 <100 12-25 18.5+22 2350*926*1630

0.5-1.075mm50%

0.6-2mm  35%
2PC600*600 <100 20-30 22+30 2875*1300*1650

2-3mm 15%
. <20%
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2PC800*600 <100 _ . 85 55 37+55 3625%1314*2065

adjustoutputsize

accordingto
2PC800*1000 <100 _ 60-90 55+75 3850*1750*2280
requirement
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Compound crusher
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Compound crusher

Compound crusher is mainly used for medium-sized particles and clinkers crushing, like coal gangue,
coke powder, iron ore powder, etc. The capacity and discharging size can be controlled through plus or minus
hammer numbers. Normally finished size is <5mm, and rightly meet briquette machine inputting size.

FERAREEL / Main technical parameter

PFL-600 5-12 <100 <5 1000 11 1900*1100*1500
PFL-800 10-20 <120 <5 934 22 2100%1200*1700
PFL-1000 20-40 <150 <5 769 45-55 2600*1400*1900
PFL-1250 40-70 <180 <5 530 75 2800*1600*2100
PFL-1500 70-100 <200 <5 495 110 3100*1900*2200
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